
Points of Light Earrings 

Key 

 

11sb = 11º seed bead 

15sb = 15º seed bead 

Proudly presents...  

MATERIALS:  
¶ (2-4) dangles (crystals, charms, etc.)  

¶ (8-12) 3mm crystal sequin beads  
¶ (1 color) Size 15 º seed beads  

¶ (1 color) Size 11 º seed beads  

¶ (2) Earwires (for each pair)  

¶ (2-6) 4mm open jump rings  

 
TOOLS & ACCESSORIES: 
¶ Size 12 beading needle  

¶ Fireline thread  

¶ Chain nose pliers or flat nose pliers                                         

(2 pairs for opening jump rings)  

¶ Small scissors or thread burner  

Step 2:  

Pick up (2)11sb and pass up through the 11sb 

on the left of your first set of 11sb.  Pick up (1)

15sb and pass down through the bottom 11sb 

on the left side.  

Step 1:  

Begin by cutting a 2ft piece of thread and 

threading your needle on one end.  Pick up 

(2)11sb and pull them down to the end of the 

thread that does not have the needle on it.  

Leave a tail of approximately 2 inches.  Pull 

your needle through both 11sb again starting 

with the first sb you strung on.  Tighten the 

thread so that the sb lay next to each other.  

Step 3:  

Pick up (2)11sb and pass up through the bot-

tom 11sb on the right ONLY.  Pick up (1)15sb 

and pass down through the new bottom 11sb 

on the right side.  
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Step 5:  

Continue repeating steps 3 & 4 until you have reached the desired length of your earring.   

 

In the samples:  

Tear Drop earrings:  15 rows  

Lock & Key earrings:  9 rows  

Two Layer Earrings: Bottom layer - 15rows 

     Top layer - 9 rows 

Step 6:  

After you have put on the last row, added the 

last 15sb and passed through the bottom 11sb, 

pick up (2)11sb and (4)15sb (the number of 

15õs may need to be adjusted depending on 

the size of the piece you are putting on the 

bottom of the earring).  

Next pick up your charm and (4)15sb and pass 

back up through the bottom 11sb you strung 

on.  Pick up (1)11sb and pass your needle up 

through the last two 11sb on the left side.  

Step 7:  

Pick up (1)sequin (from the bottom side first) 

and (1)15sb.  Pass back down through the 

sequin.  Cross over to the right side of the 

earring and up through two of the 11sb.   

 

Repeat this step until you reach the top of 

the earring.  Make sure you continue to 

cross over to the opposite side of the ear-

ring (back and forth) as you go.  
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Step 8:  

Once you have reached the top of the ear-

ring, pick up (5)15sb and pass down through 

the 11sb next to the 11sb you are coming out 

of.  Tie your thread off and attach to the ear-

wire.  You can attach directly to the earwire 

by opening the loop on at the bottom of the 

earwire or with open jump rings.  


